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A. INSTALL 27 FODT STEEL POLE WITH 38 FOOT MAST ARM. VEHICULAR 4 {

TRAFFIC SIGNAL HEADS. VIDEOD DETECTION CAMERA AND. SIGNS. - i

(NOTE: 1-3 INCH PVC 90 DEGREE BEND) » g - {g’g
B. INSTALL 14 FOOT BREAKAWAY PEDESTAL POLE WITH VEHICULAR TRAFFIC ]

SIGNAL HEAD (NOTE: 1-3 INCH PVC 90 DEGREE BEND) ‘ - ‘ , -
C. REMOVE EXISTING SIGNAL HEAD L | ﬁ - . STATE OF MARYLAND :
D. INSTALL NEW VEHICULAR TRAFFIC SIGNAL HEAD | DEPARTMENT OF TRANSPORTATION
E. INSTALL 3 INCH SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) 'GENERAL NOTES | S f \ " STATE HIGHWAY ADMINISTRATION
F. USE EXISTING CABINET AND CONTROLLER | | . - o - o N | | » -
G. USE EXISTING HANDHOLE , ' ' . 1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILIMES PRIOR TO" THE INSTALLATION : N -] . OFFICE OF TRAFFIC & SAFETY. -

" H. USE_EXISTING CONDUIT : ~ 'OF PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER, \© - | TRAFFIC ENGINEERING DESIGN DIVISION:
J: INSTALL VIDEQ DETECTION CAMERA (INSTALL CONTROL CABLE) | 2. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA STANDARD PLATES FOR TRAFFIC CONTROL. % o \ | | | |
K. ' | 3. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. - R | N | | s . -
Lo INSTALL MICROLOOP PROBE SET . o ol ASTIC PAVEMENT MARKINGS (FOR STOPLINE) & VIDEO CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. S N \ o MD. 4 (PENNSYLVANIA AVENUE) AT WESTPHALIA ROAD
. AD FR \ INE) 5 wiTHIN 36 IN.OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION - N | . \ | o o ,

N. INSTALL DVERHEAD SIGN | PSR v . | | , |
0 TRSTACL ELECTRICAL HANDHOLE 6. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS o | m— — ' .
Q. USE_EXISTING SPAN WIRE | | UTILITY LEGEND 7. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION. " : R k APPROVAL ‘ REVISIONS | TRAFFIC SIGNALIZATION PLAN -
R. INSTALL 1 INCH LIQUID TIGHT LU LEAaaRNG 8. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, ——— ‘

FLEXIBLE NON-METALLIC CONDUIT STORM DRAIN HIGHEST ROADWAY PROFILE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03,MD 81801,MD 81802, AND MD 818.04. . | | e SCALE ___ 1"=30 DATE _AUGUST 1080  CONTRACT NO._P-637-601-385
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THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
ALL GEOMETRIC MODIFICATIONS WILL BE CONSTRUCTED BY OTHERS. _ .

| - Ty *  PRINCE. GEORGE'S
THE CONTRACTOR SHALL REMOVE ALL ABANDONED ELECTRICAL CABLE. DESIGNED BY COUNTY ~
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